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Abstract. In particle physics, homogeneous calorimeters are used to measure the energy of particles as they
interact with the detector material. Although not as precise as trackers or muon detectors, these calorimeters
provide valuable insights into the properties of particles by analyzing their energy deposition patterns. Recent
advances in material science, notably in nanomaterial scintillators with tunable emission bandwidths, have led
to the proposal of the chromatic calorimetry concept. This proposed concept aims to track electromagnetic or
hadronic shower progression within a module, enhancing particle identification and energy resolution by lay-
ering scintillators with different emission wavelengths. The idea is to use the emission spectra of the inorganic
scintillators to reconstruct the shower progression. Our study validates this proposed concept using inorganic
scintillators strategically stacked by decreasing emission wavelength. Using electrons and pions with up to
100 GeV, we achieved analytical discrimination and longitudinal shower measurement. This proof of concept
underscores chromatic calorimetry’s potential for broader applications.

1 Introduction

In particle physics experiments, it is essential to under-
stand the longitudinal evolution of particle showers to
identify and characterize incoming particles accurately
and to study their interactions with matter. Measuring
particle shower profiles in calorimeters plays a vital role
in this process. Homogeneous calorimeters, however,
lack longitudinal segmentation, making it difficult to ob-
tain detailed information about the shower development
along the particle’s path. Recent developments in nano-
material scintillators have the potential for significant ap-
plications in particle physics due to their unique optical
and electronic properties [1, 2]. These nanoscale semicon-
ductors exhibit size-tunable emission spectra, high photo-
stability, and brightness, making them highly suitable for
advanced detection techniques in calorimetry. The tun-
able optical properties of quantum dots [3] allow for bet-
ter integration into different materials and environments,
enhancing their compatibility with other detection sys-
tem components. These advancements position quantum
dots as a pivotal technology in developing next-generation
calorimeters for particle physics research. Hence, these
advances in the tunability and narrow emission bandwidth
(∼20 nm) of quantum wells, carbonized polymer dots,
monolayer assemblies, and perovskite nanocrystals enable
a new method for measuring the progression of electro-
magnetic or hadronic showers along a scintillator. This
approach offers the potential for longitudinal tomography
of the shower profile using a single monolithic device
through chromatic calorimetry [4].
Chromatic calorimetry represents an innovative approach
aimed at enhancing the precision and capabilities of tra-
ditional homogeneous calorimeters. This study presents a
proof-of-concept device featuring various layers of inor-
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ganic scintillating materials with different emission wave-
lengths. These materials are stacked in the order of de-
creasing emission wavelengths, with the shortest wave-
length positioned at the end of the device. This arrange-
ment enables one-directional transparency, as illustrated in
Fig.1.

Figure 1. Chromatic calorimetry concept: Particle type and en-
ergy information can be enhanced by associating each wave-
length with a specific longitudinal segment of the calorimeter
(modified from [4]).

2 Materials and methods

The crystal stack was constructed using the following
inorganic scintillators, shown in Fig. 2 (the last dimension
is along the longitudinal shower propagation): 1x2x2
cm3 gadolinium aluminum gallium garnet (GAGG, 540
nm peak emission), 2x2x5 cm3 and 2x2x12 cm3 lead
tungstate (PWO, 420 nm peak emission), 2x2x3 cm3

bismuth germanate (BGO, 480 nm peak emission), and
2x2x2 cm3 lutetium yttrium oxy orthosilicate (LYSO,
420 nm peak emission). This scheme was designed to
obtain scintillation light from 3 crystals: at the beginning
of the shower (in GAGG), in the shower maximum (in
BGO), and at the end of the shower (in LYSO). The
experimental scheme was completed with a Hamamatsu
Multi-anode Photo-multiplier tube (MaPMT) readout
system [5], which selected the emission characteristics of
the light emitted at different depths of the shower, thanks
to different optical filters (1 per emission of crystal) placed
in front of the three out 4 photo-cathode of the PMT, the
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fourth photo-cathode reading all the signals.
PWO crystals, used for their high density and trans-
parency to the emission wavelengths of the other crystals,
are integrated within the stack to allow for shower
development between GaGG, BGO, and LYSO. The
integration of PWO crystals into the stack serves a dual
purpose, PWO’s high density allows for effective photon
absorption. It minimizes re-absorption losses from other
scintillators, and by placing one PWO crystal towards
the beginning and the end of the stack, we can capture
scintillation light generated throughout the entire shower
development process. The order of the crystal along the
shower propagation was chosen to mitigate re-absorption
effects, ensuring efficient photon transmission throughout
the stack. PWO is primarily used in our design for its high
density and transparency to the emission wavelengths of
other scintillators. However, it is not considered an ideal
absorber for our measurements. The emission spectrum
of PWO peaks around 420 nm, which overlaps with that
of LYSO. The configuration of our chromatic calorimeter
stack includes two lead tungstate (PWO) crystals, but
reading both separately may not provide significant
advantages for our measurements. Although PWO is a
high-density material, its light yield is considerably lower
than that of dedicated scintillators such as LYSO. Specifi-
cally, the light output of LYSO is approximately 200 times
greater than that of PWO, with LYSO producing around
30,000–33,000 photons per MeV compared to PWO’s
much lower output [6]. Thus, reading both PWO crystals
separately is not beneficial because the significantly lower
light yield of PWO compared to LYSO means that the
MaPMT signal is predominantly influenced by LYSO,
overshadowing any contributions from the PWO crystals.
We measured energy deposition and photon yield across
all output channels using data analysis and Geant4 sim-
ulations [7]. These measurements offer valuable insights
into the calorimeter’s response and the behavior of elec-
tromagnetic showers. Our study emphasizes electron-pion
discrimination, profiling the shower along its length,
and the relationship between energy deposition and the
measured amplitude in three different spectral channels.
This highlights the need for precise detector design
adjustments to improve the effectiveness of chromatic
reconstruction.

2.1 Test Beam Setup

The tested chromatic calorimeter module was placed in the
experimental box and exposed to a beam of electrons or
pions of up to 100 GeV, (see Fig. 3). The Test beam ex-
periment was performed at the Super Proton Synchrotron
(SPS) facility in the zone H2/H6 Northern area of CERN
in June 2023 [9].

3 Results

3.1 Study of longitudinal shower profile

From the test beam analysis, output signal amplitudes
from various channels of the MaPMT at electron beam

Figure 2. Chromatic calorimeter module schematic: The module
comprises inorganic scintillators, read out by a MaPMT with four
channels. Three different optical filters are used for three chan-
nels of the MaPMT: Thorlabs long pass FELH0550 for GAGG,
short pass FESH0450 for LYSO, and bandpass FB490-10 for
BGO [8]. The two histograms display the count number for each
scintillator relative to particle penetration depth.

Figure 3. Test beam configuration: The electron beam trav-
els from left to right. Two MCPs (Micro-channel Plates) estab-
lish the time reference, while two scintillating pads generate the
trigger signal. Three Drift Wire Chambers (DWC) supply the
tracking information used for the module alignment. The experi-
mental box houses the prototype and the rotating stepper motors
(from [10]).

energies of 25, 50, and 100 GeV were measured, where
channels 1, 2, and 4 tuned to the peak emission from
BGO, GAGG, and LYSO, respectively using optical fil-
ters. Channel 3 is an additional channel that serves as a
"neutral" or "no filter" channel. The measured amplitude
spectra for 100 GeV electron beam are shown in Fig. 4.
In this plot, we can see a clear chromatic separation be-
tween different channels. As the energy of the electron
beam increases, the signals from other channels become
more distinct. This separation helps us accurately iden-
tify the incoming particles’ energy level. Fig. 5 illustrates
the mean output amplitude for channels 1, 2, and 4 at the
same energies (25, 50, and 100 GeV). The mean is deter-
mined by fitting the channel amplitude using a Crystal Ball
function [11], which helps to account for the exponential
tails. By averaging the signals from these channels, we
can see how they respond to changes in energy. The dif-
ferences in the average amplitudes reinforce the idea of
chromatic separation. In Fig. 6, the plot illustrates how
much energy is deposited in each layer of the chromatic
calorimeter module, as simulated using Geant4. This plot
helps us understand how different materials (like GAGG,
PWO, BGO, and LYSO) interact with the incoming parti-
cles. The amount of energy deposited in each layer affects
the signals we get from the MaPMT, linking back to the
amplitude spectra we observed in Fig. 5.

3.2 Electron-Pion Separation

It was observed that exposing the stack with high-energy
electrons or pions at the SPS facility, up to 100 GeV, leads
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Figure 4. Plot illustrating the output signal amplitude measured
by the four output channels of MaPMT for 100 GeV electrons,
where channels 1, 2, 3, and 4 correspond to the average signal
amplitude response from BGO, GAGG, Neutral, and LYSO, re-
spectively.

Figure 5. The plot illustrates the mean output signal amplitude
across three output channels as a function of different electron
beam energies. Channels 1, 2, and 4 correspond to average sig-
nal amplitude responses from BGO, GAGG, and LYSO respec-
tively. The curve represents results derived from crystal-ball fit-
ting equations.

to a change in the amplitude ratio between the crystal re-
sponses of GAGG, PWO, BGO, and LYSO. This shift al-
lowed us to distinguish electrons from pions (see Fig. 7).
A similar amplitude scatter plot can be produced for dif-
ferent energies of the same particle.
In summary, this prototype, which combines various scin-
tillating crystals with a spectral-sensitive readout scheme
(comprising a MaPMT and optical filters), provides an in-
sight into the energy deposited in each sampling layer. A
distinct chromatic separation between channels was ob-
served at higher electron beam energies. The mean out-
put amplitudes further confirm this separation, supporting
the idea that the electromagnetic shower penetrates deeper
into the scintillating material at high energies. However,
at lower energies, the separation is less pronounced.
In our analysis of electron and pion events using the
chromatic calorimeter stack, we conducted measurements
without formal calibration of the MaPMT. While calibra-
tion is typically a critical step for achieving absolute en-
ergy measurements, our primary objective was to eval-
uate the relative performance of the MaPMT in distin-
guishing between hadronic and electromagnetic interac-
tions. The clear analytical discrimination observed be-

Figure 6. Plot showcasing the energy deposited in a calorimeter
module composed of GAGG, PWO, BGO, and LYSO materi-
als, as simulated using Geant4 to electron beam energies rang-
ing from 20 to 100 GeV. Here, EGAGG is the energy deposited in
GAGG and so on.

Figure 7. Scatter plots display the correlation between signal
amplitudes recorded in GAGG and LYSO for electrons (e−) and
charged pions (π+) at 100 GeV. Each point corresponds to an
event, with the x-axis representing the signal amplitude in GAGG
and the y-axis representing the signal amplitude in LYSO. Only
events with a bin count exceeding 20 are shown.

tween these particle types (refer Fig 6), as well as the
distinct evolution of energy signals concerning incoming
particle energy, demonstrates the effectiveness of our re-
construction method despite the lack of calibration. The
absence of calibration means that while we can confidently
discuss the relative separability and resolution achieved at
various energies, we cannot provide precise quantitative
energy values. Instead, our findings highlight qualitative
trends that indicate how well our setup can differentiate
between particles based on their unique energy deposi-
tion patterns. The reduced chromatic separation at lower
energies, attributed to factors such as suboptimal geome-
try and spectral contamination from PWO crystals, further
emphasizes the need for a refined design in future exper-
iments. Additionally, the limited number of high-energy
runs available during this initial validation phase restricted
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our ability to perform a comprehensive calibration.
We recognize that implementing a calibration procedure
will enhance measurement accuracy. Our ongoing re-
search addresses these limitations by optimizing the exper-
imental setup and incorporating advanced materials with
well-defined optical properties. These materials will be
tested in upcoming beam tests at the SPS facility. We plan
to focus on calibrating our system using minimum ioniz-
ing particles (MIPs) such as muons.

4 Discussion, conclusion, and outlook

The test beam analysis demonstrates clear analytical dis-
crimination between electron and pion events. The re-
constructed energy signals also reveal valuable separabil-
ity between hadronic and electromagnetic interactions at
higher energies, enhancing our ability to differentiate be-
tween these events. Additionally, the signals exhibit a dis-
tinct evolution concerning the incoming particle’s energy,
indicating improved resolution and sensitivity across var-
ious energies. These observations highlight the effective-
ness of the reconstruction method and its potential for pre-
cise event classification. Chromatic calorimetry aims to
capture detailed information on how energy is deposited
along the length of a particle shower. The findings demon-
strate that a simple arrangement of different types of in-
organic scintillators can effectively distinguish between
electrons and pions of identical energy levels. This capa-
bility comes from the distinct patterns of energy deposition
characteristic of each type of particle. However, the exper-
imental setup has revealed some drawbacks. Specifically,
the reduced chromatic separation at lower energies can be
attributed to two primary factors. First, the geometry of
the current prototype is not optimized for clear separation
at the shower maximum. Second, the presence of PWO
crystals at the front and rear of the module contaminates
the spectra from the GAGG and BGO layers. This con-
tamination reduces the effectiveness of chromatic separa-
tion and highlights the need for a more refined design. To
address these drawbacks, an optimal setup should employ
materials with well-defined emission and absorption spec-
tra, ensuring that each layer contributes uniquely to the
detection process. This improved setup is currently under
study.
The goal of chromatic calorimetry is to leverage nanoma-
terials like perovskite and CdSe quantum dots embedded
in scintillators with a calorimeter module. With tunable
and narrow optical emissions, these materials offer precise
control over photon emission, addressing the abovemen-
tioned limitations. The approach aims to achieve a more
refined longitudinal tomography of electromagnetic show-
ers.
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